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FOREWORD 

This report documents procedures for monitoring, controlling, and 
preventing spotweld corrosion on present, as well as  future, Centaur tank 
structures. 

The report is published under Contract NAS3-3232 to satisfy the re- 
quirements of ECP 55-604, as directed by Change Orders 219, 245, and 
326. 
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SUMMARY 

I 
It has been determined that tank corrosion can be deterred or  prevented. This is 

accomplished in the following manner: 

a. Eliminate the corrosive elements from tank fabrication processes. 

b. Fabricate the tank under stringent clean conditions and provide protection 
from contamination during storage. 

c. Apply WD-40 corrosion inhibitor to the outside surfaces of the tank structure 
and to parts and assemblies as early in fabrication a s  is compatible with future 
manufacturing operations. 

The effectiveness of these preventative measures has proven successful as dis- 
played by the low quantity of corrosion found on Centaur Tanks 7D, 8D and 9D, the 
first Centaur tanks manufactured using revised cleanness procedures. 

V/Vi 
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SECTION I 

TANK CORROSION STUDY 

1.1 INTRODUCTION 

1.1.1 PURPOSE. The purpose of this task is to monitor, control, and prevent 
spotweld corrosion in existing Centaur tanks as  well as future production tanks. 

Corrosion initiation in future Centaur tanks will be minimized by eliminating cor- 
rosion inducing materials from the manufacturing process. Replacement processing 
materials will be certified for use only after adequate testing. A back-up prognun 
using ammonia gas was considered for use in the event corrosion initiation approached 
an unacceptable level. However, it was found to be unfeasible. 

T 

1.1.2 OBJECTIVE. To satisfactorily conduct this corrosion study, it was neces- 
sary to achieve the following objectives: 

a. Determination of the sources and causes of the corrosion. 

b. Development of methods to inhibit present and future corrosion to Centaur tanks. 

c. Development of acceptance standards for corroded tanks. 

d. Documentation and evaluation of data acquired for application to future corro- 
sion problems. . 

To meet these objectives, it was  necessary to accomplish the follclwing tasks: 

a. Phase I - Re-examine X-rays and develop trend charts. 

b. Phase II - Provide supplementary X-ray data and integrate with Phase I 
charts (effort to continue through 12D, AC-15). 

c.  Phase III - Determine causes, effects, and means of preventing corrosion by 
laboratory tests and analysis (effort to continue until approximately 1 October 
1965). 

d. Phase IV - Effect changes in Centaur tank construction standards to inhibit 
substances inducing corrosion. 

1-1 
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As supplementary X-ray data is obtained and summarized (Phase 11) it will be 
added to this report. 

Phase 111 laboratory tests are incomplete as of this date. Tests include (1) contin- 
ued investigation to determine a LO2 compatible corrosion inhibitor and (2) determin- 
ation of the effects of corroded spotwelds on the static, fatigue, and sustained load 
capability of structural tank joints. Test results will be placed in this document as 
soon as they are available. 

1.1.3 BACKGROUND INFORMATION. Radiographic illspection is routinely em- 
ployed to verify the quality of each spotweld during subassembly fabrication and during 
Centaur final tank assembly operations. X-rays verified that upon completion of each 
major subassembly operation all spotwelds were free from corrosion defects. Subse- 
quently, the subassemblies were stored until final tank assembly. Following the cryo- 
genic pressure proof test, the tank w a s  subjected to a post-cryo radiographic inspection 
Analyzing post-cry0 X-rays of 2D (AC-6) and 3D (AC-7) indicated spotweld cracks and 
pits were developing. Re-X-rays confirmed that the pits and cracks had increased in 
both quantity and size. Samples of the affected spotwelds are shown in Figures 1-1 and 
1-2. 

As a result of discovering these defects in the Centaur spotwelds by radiographic 
inspection, General Dynamics/Convair was directed by NASAILewis Research Center 
by NAS3-3232 Change Orders 219, 245, and 326 to conduct a corrosion study, which 
established the requirement for this document. 

I 1- 2 
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CAST STRUC’lURE (NUGGET- HEAT AFFECTED ZONE -1 

PHOTOMICROGRAPH OF THE CROSS-SECTIONED SPOTWELD 
(MAG. 25X; ELECTROLYTIC OXALIC ACID ETCH). 

PHOTOMICROGRAPI’ :T A HIGIiER MAGNIFICATION (IOOX) O F  THE LEFT SIDE 
O F  THE SPOTWELD SHOWN liBOVE (ELECTROLlTIC OX I L K  .4CD ETCH). 

Figure 1-1. Spotweld Cross-Section Showing Corrosion Pit 
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PI’OTOMICROGRAPH OF A CROSS-SECTIONED SPOTWELD SHOWING CORROSION CRACK 
(MAG. 25X; ELECTROLYTIC OXALIC ACID ETCH). 

PHOTOGRAPkS A T  A HIGHER MAGNIFICATION (IOOX) OF ?HE SPOTWELD SHOWN ABOVE 

Figure 1-2. Spotweld Cross-Section Showing Corrosion Crack 
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SECTION II 

I 

CORROSION CHARACTERISTICS 

2 . 1  ORIGIN OF CORROSION 

2 . 1 . 1  TYPES. The corrosion in Centaur tanks, which has been detected by radio- 
graphic inspection, has been observed almost exclusively between the faying surfaces 
adjacent to spotwelds. This corrosion usually appears as either pits in metal caused 
by corrosion or cracks formed by corrosion combined with stress in the metal. The 
corrosion may result from three processes. They are: 

a. An acid solution in contact with the metal which attacks the metal directly. 

b. An electro-chemical process in which the metal is removed by galvanic action. 

c. Stress corrosion where the corrosion is initiated by stresses within the metal 
in the presence of an electrolyte. 

2 .1 .2  WELD CONFIGURATION. A cross-section of a spotweld shows four distinct 
areas  where corrosion may occur. They are: 

a. Parent metal unaffected by the welding. 

b. The cast structure o r  actual weld nugget formed by the molten metal. 

c. The heat affected zone. 

d. The carbide precipitate zone formed by the precipitation of chromium carbides 
upon cooling. 

Figure 1-1 shows a typical cross-section of a spotweld with these areas denoted. 

2.1.3 CORROSION ZONE. Most of the corrosion at the spotwelds begins at the 
carbide precipitate zone. This may be the result of intergranular corrosion resulting 
from sensitization. Occurring principally in austenitic stainless steels when they are 
heated in the range of 900 to 1400"F, sensitization results from precipitated chromium 
carbides at the grain boundries, chromium depletion in zones adjacent to those bound- 
ries, and a difference in solution potential between the center of the grains and their 
outer chromium zones (This assumes a solution capable of serving as an electrolyte is 
present a t  the spotweld). 

2-1 
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2.1.4 FORMATION. The conditions described in paragraph 2.1.3 result in pits 
and cracks as shown in Figure 1-1 and 1-2. These branching cracks have been found 
to be both intergranular and transgranular and are  similiar in appearance to cracks 
produced by stress corrosion. They appear to originate as a pit and form cracks due 
to stresses set  up during metal cooling, o r  could originate as  micro-cracks, produced 
during welding operation, which were attacked and opened up by a corrosive fluid in the 
faying surface. This fluid may be one of the corrosive processing fluids listed in Table 
3-3 which may have become trapped between the faying surfaces before or  after the 
sheets were spotwelded. Corrosion may also have been initiated by non-corrosive 
solutions combining with salt or other dry corrosive elements, which settled from the 
atmosphere during tank buildup, forming electrolytes o r  corrosive solutions. 

2.2 THEORY OF ELIMINATING CORROSION 

2.2.1 ELIMINATING CORRODENTS. The most effective way to prevent corrosion 
is to keep corrodents and moisture from tank surfaces, especially from between faying 
surfaces where entrapped moisture can form electrolytes. Corrodents may be intro- 
duced by inadequate cleaning prior to assembly, or  by spillage during subsequent 
manufacturing operations, such as  cleaning, marking etc. Moisture can become en- 
trapped between the faying surfaces by remaining on the surface prior to attachment 
due to incomplete drying o r  wiping, or may be drawn into the faying surfaces by cap- 
illary action. Maintaining a dry surface should prevent corrosion since a fluid must be 
present in order to form an electrolyte for galvanic action. 

2.2.2 NEUTRALIZING CORROSIVE SOLUTION. In order for any type of corro- 
sion to take place, a corrosive solution or electrolyte must be present. A neutralizing 
agent such as ammonia o r  a water displacement type of corrosion inhibitor may be used. 
The ammonia may neutralize acid electrolyte forming an alkaline electrolyte. A k a -  
line electrolytes would form hydroxides with ferrous metals which adhere to the sur- 
face and retard further corrosion. 

Water displacement agents such as WD-40, due to their low surface tension and 
high affinity for metal surfaces, adhere to metalic surfaces and form a protective 
barrier against the electrolytes. 

2.2.3 CARBON CRITERIA. Intergranular corrosion could be lessened by limit- 
ing the amount of carbon in the steel or by adding a stabilizing element such as titanium, 
columbium, o r  tantalum. These elements have a higher affinity for carbon than does 
chromium and their carbides and a re ,  therefore , preferentially precipitated. However , 
these stabilizing elements do not prevent corrosion under all conditions. For example , 
i n  a carburizing environment, the carbon content of the steel may be raised beyond the 
capability of the stabilizer. In this event, the carburized surface would be subject to 
the same chromium carbide precipitation a s  uwtablized steel. Also, in the case of 
Centaur tanks, this method would reduce the strength below an acceptable level. 

I 2-2 
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SECTION JII 

CORROSION PROBLEM DEFINITION 

3.1 CENTAUR TANK CONSTRUCTION/CORROSION LOCATION 

3.1.1 ASSEMBLY. The Centaur tank assembly is a cylindrical pressure-stabi- 
lized monocoque structure with a conicoelliptical forward bulkhead and an elliptical aft 
bulkhead. The structure is separated into two propellant tanks by a double walled in- 
termediate hulkhead which physically separates and thermally isolates the propellants. 
The tank is constructed of stainless steel sheets of varying thickness, resistance 
welded to form the assembly. Figure 3-1 is an illustration of the tank assembly show- 
ing the various components, the materials used, and the approximate number of spot- 
welds in each general area. 

During the development of the Centaur tank, several configurations evolved. Table 
3-1 lists the major differences between the A,B,C, and D type tanks. Some typical 
weld configurations on the operational type tanks (Series D) are shown for the forward 
bulkhead, constant skin sections, and the aft bulkhead in Figures 3-2 through 3-4, re- 
spectively. 

3.1.2 CORROSION LOCATION. The aft bulkheads appear to show the greatest 
amount of corrosion. This is attributed to the aft bulkhead possessing more doublers 
than the forward bulkhead and, consequently, more spotwelds and more area for collec- 
tion of corrodents. The location of the spots affected by corrosion are shown in Appen- 
dix B. 

3.2 EXTENT AND GROWTH OF CORROSION 

3.2.1 MEASUREMENT. The corrosion on Centaur tanks affected a small percent- 
age of the total spotwelds. The maximum amount of corrosion on any Centaur flight 
tank was 1.25 percent of all spotwelds examined with most tanks showing corrosion in 
less than 1 percent. This percentage was somewhat higher on those X-rays made dur- 
ing the tank monitoring program since limited samples were inspected and these samples 
were quite often areas of heaviest corrosion. The extent and growth of this corrosion 
is shown in Appendix C. 

3-1 
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Figure 3-4. Aft Bulkhead 

3 -6 



c I 
I .  

GD/C-BNZ65-032 
1 August 1965 

I 

I 

I 
I 
I 
I 
I I 

i 
i 

Charts showing crack growth as a function of time are  included in Appendix D. The 
data for these charts were collected by identifying each crack noted on the X-ray and 
measuring the length. The same cracks were  then measured again on subsequent 
X-rays. This type of examination generally showed that the cracks seldom grew in 
length. 

3.3 POSSIBLE CAUSES OF TANK CORROSION 

3.3.1 PROCESSING FLUIDS. Various fluids used in the manufacture of Centaur 
tanks were suspected of causing corrosion. These fluids were evaluated. A list of 
processing chemicals evaluated for corrosiveness is shown in Table 3-2. The results 
of screening tests for these chemicals is shown in Table 3-3. 

Metal marking fluids (electrochemical electrolytes) 261% 260A, and E. No. 1 
were  very corrosive to stainless steel, while Electrolyte B10 was not corrosive to 
stainless steel. This was  determined by application of these electrolytes to spot- 
welded panel specimens, as illustrated in Figure 3-5, and rating the resultant corrosion. 
See Table 3-4. Further testing was done by applying corrodents and maintaining a set 
of specimens with a stress of 20 ksi and rating resultant corrosion. See Table 3-5. 

. 

As shown in Tables 3-4 and 3-5 the cleaning solvents generally were  not corrosive 
to spotwelds; however, certain solvents containing acids, such as  TEC 901, were 
mildly corrosive. Of various other processing chemicals tested, none were  signifi- 
cantly corrosive to stainless steel spotwelds as evidenced in Tables 3-4 and 3-5. 

Based on these tests only processing chemicals which a re  not corrosive to stain- 
less steel spotweld, should be used in tank fabrication. They are  Electrolyte B10 for 
marking fluid and TEC 902 and trichlorethylene for solvents. 

3.3.2 CHLORIDES. Due to the proximity of the GD/C tank manufacturing plant to 
the ocean, chlorides, in the form of salt air ,  may settle on the tanks during storage o r  
between manufacturing processes. When tanks a re  wiped down with cleaning solutions, 
chlorides go into solution and may be drawn into faying surfaces by capillary action. 

A test to determine the corrosiveness of solvents TEC 901 and TEC 902 combined 
with salt was conducted by exposing 16 spotwelded stainless steel panels with various 
corrodents injected into the faying surfaces for three months. Eight samples were  
exposed at a laboratory environment while eight were exposed at a salt air environment 
at the Scripps Institute of Oceanography, La Jolla, California. Table 3-6 shows that 
all samples subjected to salt whether by injection into the faying surfaces o r  exposed 
to salt air environment, showed visual evidence of corrosion. Only those exposed to 
the salt air actually showed corrosion in the spotweld nuggets on X-ray inspection. 
(For details see Reference 5) 

3-7 
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TABLE 3-3. PROCESSING CHEM - 

Test Corrosive 
Mater ia l  Sample Action Sp. Resistance - (pH) 

(Note 1) OHMS - CM 
26 11A S Yes - 2.7 Calciun 

26 OA S Yes - 1.8 Sodium 
E. NO. 1 S No - 6.9 Sodium 

B10 S Yes - 7.4 Sodium 

Acetone S No 680. . l o 3  6.2 

Yes 4. 3.0 
Yes 12. 5.2 

Trichloroethylene W No 4450. 8.6 

Tec 901 
Tec 902 

Abrasive Mater ia l  W No 13. 6.2 
Brown Line Paper W No 36. 5 6 .5  

Cee Bee MX 8 W Yes 0. 06 11.4 

Deionized Water S Yes 78. 6.6 
Drawing Compound W No 0.4 8.7 

Oxylene l w  No 1950. 7 .1  

1 :  
Bubble Fluid/&& Detection S Yes 3. 7.4 

Coolant from Welder (Internal) S No 0.3 7.9 

Dykem S No 1.4 5.4 
Dye Penetrant I s  Yes 140. 5. 1 
Dye Penetrant Developer 1 s  No 268. 8.0 

Electrochem Etch Neutralizer S No 1.3 8.8 
Electroetch Cleaner No. 2 S No 0 .1  11.6 
Green Tape W No 310. 6.1 
Paper W No 66. 6.4 

Dye Penetrant Remover W No 1.3 9.3 

Stencil Paper W No 25. 5.7 
Rag + Tec 901 + Marking Ink W Yes 2. 5 3.1 
Tank Wash Sol'n (Cee Bee/D. I. H2O) S No 0.09 11.0 
Water from Welder S No 0.9 8 .3  
Water  Soluble Coolant Oil S No 0. 3 6.8 
WD - 40. W No 5.1 

NOTE: 1. S = Test Sample as received. 
2. W = Test Sample - Extract using Equal Volume of Water  
3. - Denotes that test was not performed. 
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ZALS - SCREENING TESTS 
Chemistry I 

Cobalt 

Magnesium 
Cobalt 

Calcium 

Cations 

I 
aj o r  I Minor 

Sodium; Nickel; 
Magnesium 

Calcium; Copper; Silver 
Nickel; Calcium; Copper 

Silicon; Magnesium 
Copper; Magnesium 

Anions 
Sulphate Chloride Nitrate Phosphate 

- 
No 
No 
- 

- 
Yes 

No 
No 

- 

I 

I 

1 
i 
I 
I, 
I 
I 
I 
1 
1 
I 
1 
1 
1 
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Specimen 
No. Corrodent Remarks 

12 I I 
19 IS10 

178 
179 
180 
181 

2611A 
MSC 1 
MSC 1 1 , 

182 
183 

3-12 -1  I 

B10 
E No. 1 
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Test sample two sheets spot-welded together 68 spotwelds per sample. 

Figure 3-5. Spotweld Corrosion Test Panel Specimen 

SPOTWELD PER 
MIL W-6858B 
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'Days From Start Date I 
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lpecimen 
No. Corrodent Remarks 

175 2611A (Light) 

NOTE: 1. 

2. 

3. 

4. 

Normal Setup - Round 
Normal Setup - Irregular 
LOW Penetration - 22% 
High Penetration - 75% 
Normal setup - Add Quench & Temper 
Long Weld Time - 10 
Expulsion 

cycles 

5. 

6 .  

7. 

, 
Specimens 51 - 57 were prepared from 0.020 inch thick CRES. 

Specimens 167 - 168 were exposed out-of-doors. 

Results listed for 119 - 121 are inclusions. 

Specimens 149, 150, 151, 152, and 165 (4 in. x 6 in . )  had their 
spotwelding. The corrodents were applied twice weekly for six ' 
were exposed out-of-doors. 

Specimens 5 and 5A prepared by Centaur Reliability Control. 
Specimen 5 was exposed to LN2 and Cee Bee detergent wash. 
Specimens were exposed indoors. 

Minor discrepancies in total number of defects due to operator d 
interpretation. 

Samples marked by asterisk (*) were sectioned for further study 



OF CORROSION EVALUATION TESTS - SPOTWE4 
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TABLE 3-4. RESULTS OF CORROSION EVALUATION TESTS - SPOTWELDED PAN1 

Radiographic Analyses 

Month Day + I I 

i 11 I 24 

---+-I- =++ 
Irrodents added after 
3eks. The specimens 

ferences in X-ray 

lee Table 5-2). 



Specimen 
No. Corrodent Remarks 

76 FreonTF 
77 FreonTF 
78 Freon TF 
79 TEC 902 
80 TEC 902 
81 TEC 902 
82 Tric 

, 83 Tric 

I MISCELLANEOUS PROCESSING CHEMICALS 

152 
165 
166 
201 
202 
203 
204 

Trichloroethylene See Note 4 
Oxylene See Note 4 
TEC901 
Trichloroethylene 
Freon TF  
TEC 901 
TEC 901 

151 
5 
5A 

149 
150 

Red X Bubble Fluid See Note 4 
Dykem See Note 5 
Dy kern See Note 5 

TEC 903 + MMI See Note 4 MMI Mil l  Marking Ink 
TEC 902 + MMI See Note 4 MMI 5 Mill Marking Ink 

174 * 2611A (Heavy) Normal Setup - Round 
Normal Setup - Irregular 
Low Penetration - 22% 
High Penetration - 75% 
Normal S e t u ~  - Add Quench & Temmr 
Long Weld Time - 10 cycles 
Expulsion 



L LS (Continued) 

- (Total Corrosion Pits and Cracks) 
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' CRACKING TEST - 20 KSI 

J and after two weeks. 2. Other specimens prepared from 301 CRES 0.010 in. XH 

3-15 .) 2 



I .  

Specimen No. 
I XI 

A * 
B 
701 

Corrodc 
Applicx 

Schedu 
Corrodent I Corrodent I1 (No. of Time 

I 

2611A Initial 
2611A 2 

Note 1 2611A 

7 24 Red X Bubble Fluid Note 1 
.725 Red X Bubble Fluid Note 1 

7 30 Dykem Ink Note 1 
731 Dykem Ink Note 1 
7 33 Monode APC Cleaner Note 1 
K Control (Not Cleaned) 

7 B10 2 
8 BlOA 2 

T 
P Dykem Ink 2 

* L Magnesium Chloride (42 Wt %) 2 
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3.3.3 STRETCH FORMING. Tests were  made to determine if corrosive sub- 
stances were transferred to skins by stretch forming machines o r  by water used for 
cooling during welding. The results were negative. 

3.3.4 CHEMICAL PROCESSING FLUIDS. Checking for corrosive substances de- 
posited or  collected on component tank skins following surface treatment such as chem- 
milling or  passivation proved negative. All  chem-milled parts are passivated following 
chemical processing. Following passivation, parts are thoroughly rinsed in water and 
dried. A s  a result, there have been no indications that either passivation o r  chem- 
milling processes have contributed to tank corrosion. 

3.3.5 WELDING TECHNIQUES. Since the corrosion in this program has been de- 
tected primarily around spotwelds in faying surfaces, and since local stress as well as 
the corrodents appear to be involved, tests were performed by varying welding param- 
eters to vary localized stresses. Light and heavy applications of 261lA were used as 
the corrosion inducing media for these tests. 

Eight identical spotwelds were  made for each of the weld schedules and corrodent 
concentrations. The following welding parameters were evaluated: 

a. Normal set  up - round spots. 
b. Normal set up - irregular spots. 
c. ]Low penetration - 22%. 
d. High penetration - 75%. 
e. Normal set  up plus quench and temper. 
f .  Long weld time - 10 cycles (Ten times longer than normal weld time) 
g. Expulsion. 

After the specimens were prepared, the specimens were  stored at room tempera- 
ture at 100 percent relative humidity. The specimens were radiographed periodically 
to detect corrosion. The results are presented in Table 3-4. After three weeks, only 
one corrosion crack and one corrosion pit developed in the specimen with light applica- 
tion of 261lA. These were  among the "long weld time" spotwelds. Corrosion pits o r  
cracks developed among some of the spots of all the welding conditions on the panel when 
the corrodent was applied in a heavy manner. The data appears too meager to draw 
f i rm conclusions about the effect of welding parameters on corrosion susceptibility. 

3-17/3-18 
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t SECTION lV 

PREVENTIVE MEASURES 

4.1 CORBOSION INHIBITORS I 
4.1.1 INTRODUCTION. A corrosive solution o r  electrolyte must be present for 

corrosion to develop in the faying surfaces of spot-welded type 301 CRES. The most 
corrosive materials are acids and acid salts. Alkalies o r  alkaline salts seem to be 
relatively non-corrosive in this situation. Methods of neutralizing corrodents and 
inhibiting corrosion were investigated. 

II 
I 
a 
Y 

4.1.2 AMMONIA. Since ammonia gas is alkaline in nature, penetrating, and rela- 
tively inert to a large number of materials, tests were conducted to determine the fea- 
sibility of its use as a corrosion inhibitor. 

Specimens were prepared from 301 CRES, 3/4 H, 4 inches X 4 inches x 0.020 
inches and 4 inches x 4 inches X 0.018 panels. Panels were spot-welded as shown in  
Figure 3-5. This panel combination was defined as a test specimen. The following 
preparation procedure was performed. 

a. Identify every second panel with a specimen number. 

b. Thoroughly clean the panel with cheesecloth soaked in TEC 901 solvent. 

C. Wash the panel by scrubbing with tap water and cheesecloth. 

d. Wash the panel by scrubbing with de-ionized water and cheesecloth. 

e. Dry the panel with cheesecloth. 

f. Saturate a piece of cheesecloth with Lectroetch 2611A. 

g. Wipe the Lectroetch 2611A onto one side of both panels. 

h. Allowtodry. 

i. Place the two panels into a polyethylene bag; Lectroetch sides in. Seal the 
bag with masking tape. 

j. Spot-weld per Figure 3-5. 

4-1 
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Figure 4-1 shows the result of maintaining test specimens in  an ammonia environ- 
ment, then removing specimens into 100 percent relative humidity environment. A s  
Figure 4-1 shows, the ammonia does not give lasting protection once the specimen is 
removed from the ammonia environment. The three specimens retained in the am- 
monia environment did not corrode. 

Figure 4-2 shows the results of allowing specimens treated with corrodents to 
corrode and then placing specimens in  an ammonia environment. 
the ammonia inhibitor does not appear to retard corrosion once the corrosion has 
started. 

A s  Figure 4-2 shows, 

4. 1. 2 .1  Effect of Ammonia on Tank Material. For screening tests, simple ex- 
posure tests were made with 10 percent wet ammonia and 10 percent dry ammonia 
(-60" F dewpoint) for a group of representative materials. See Table 4-1 for a list of 
the materials tested and the visual results. A list of materials used in the Centaur 
vehicle is presented in Table 4-2. 

4 . 1 . 2 . 2  Stress Corrosion Test. Under a dry ammonia environment certain 
Centaur tank structural materials were exposed to 30 percent dry (-60°F dewpoint) 
ammonia vapor for 49 days while being stressed to 95 percent of yield strength. Un- 
exposed specimens were stressed at the same level for the same length of time as 
controls. The change in room temperature tensile strength was determined after ex- 
posure. See Table 4-3 for results. Test results show no significant deterioration in  
room temperature mechanical properties due to NH3 exposure for 49 days for the 
materials listed. 

mined: 

a. 

b. 

4-2 

4 . 1 . 2 . 3  Conclusions. A s  a result of this investigation, the following was deter- 

Dry Ammonia as a Corrosion Inhibitor - The tests in this program have shown 
that ammonia gas, even at  1 percent by volume, is effective in retarding cor- 
rosion in corrosion-prone resistance spotwelded stainless steel specimens. 
However, upon removal of the ammonia, corrosion immediately starts. In 
order to be effective, the ammonia would have to be present the entire life of 
the vehicle. Dry ammonia seems to have little effect on most materials on a 
short term basis. There is a multitude of materials present in the final as- 
sembled vehicle which have not been tested on a long term basis. Certain 
components, such as electrical circuits, transducers, valves, etc. , may 
require basic material tests as well as system tests. Dry ammonia gas is 
effective as a corrosion inhibitor for hying surface corrosion of resistance 
spotwelded type 301 CRES when applied initially and continuously. 

Operational and safety problems appear solvable. 

. 

I 
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Copper, Cadmium - Nickel plate 
Brass 
R Monel 

Polyurethane foam* 
Epoxy glue and potting compound* 

* 
* Sealed in metal with solder 

I 

TABLE 4-1. EFFECT OF AMMONIls. ON MATEFUALS - SCREENING TESTS 

Mater ia l  

Teflon 

Kel-F 

CRES 301 EH 

Solder (60-40) 

Alum. Alloy (2024, 6061) 

Silver Braze Alloy 

Gold Plated Brass 

Silver Plated Nut Plate 

Silver Plated Copper Wire  

Copper' Foil 

Soldered Joints (SnlO) 

~ 

Exposure 
Time 

6 days 

6 days 

6 days 

6 days 

6 days 

6 days 

6 days 

6 days 

6 days 

6 days 

1 day 

10% NH3 
Wet 

No effect 

No effect 

No effect 

No effect 

Slight 
pitting 

Attacked 

Blue-black 
corrosion 

No effect 

Attacks 
copper 

Turned 
black 

10% "3 
D r y  

No effect 

No effect 

No effect 

No effect 

No effect 

No effect 

No effect 

No effect 

No effect 

No effect 

30% NH3 
I)ry 

No effecl 

TABLE 4-2. TYPES OF MATERIALS USED IN CENTAUR VEHICLE 
- 

300 Series CRES 
Aluminum alloys 
K Monel 
A286 CRES 
Incaloy 805 
Zinc plated aluminum alloy 
Rene 41 gold plated 
Platinum wire gold plated 
Lead-tin solder (50-50), (90-10) 
Copper wire, silver plated 
Anodized aluminum 
Bronze, Cadmium - Nickel plate 

Beryllium-bronze 
Silver Braze 
Ni Span C 
Pot Metal 
Tin plated copper wire 

Teflon 
Mylar 
Kel-F 
Polethylene 
Buna N 
Ceramic 
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TABLE 4-3. ROOM TEMPERATURE MECHANICAL PROPERTIES AFTER 
STRESS CORROSION TEST 

Material 

301 EHCRES 

301 EHCRES 

301 1/2H CRES 

301 1/2H CRES 

7075-T6 

7075-T6 

2024-T3 

2 024 - T3 

Size 

. 010 

. 010 

.020 

.020 

.025 

.025 

.050 

.050 

Environment 
~- 

"3 

Control 

"3 

Control 

"3 

Control 

"3 

Control 

Sustained 
Stress 
95% Fty 

95% Fty 

95% Fty 

95% Fty 

95% Fty 

95% Fty 

95% Fty 

95% Fty 

Fty 

194,343 

193,344 

130,503 

130,113 

70,236 

70,534 

44,203 

43,944 

Ftu 

205,503 

205,848 

165,515 

165,497 

78,462 

78,856 

64,830 

63,361 

e 

4 . 5  

6 . 0  

28.5 

26.5 

10.5 

10.5 

18.0 

17.5 

Additional details of tests conducted on ammonia as a corrosion inhibitor a re  
given in Reference 4. 

4 . 1 . 3  VAPOR PHASE INHIBITOR (VPI). Vapor Phase Inhibitor is a powdery sub- 
stance which sublimes to form a gas. The gas formed by this vaporization contains 
certain corrosion inhibitors to prevent or arrest  corrosion. The feasibility of adding 
VPI in the vapor state to the Centaur. tank was investigated. From the vapor pressure 
curves of VPI Number 220 it was determined that 0 .5  grams of the material would be 
required to saturate the N2 gas in the LO2 tank at STP (Standard Temperature-Pres- 
sure). In a simple apparatus where N2 gas was passed through 1 gram of solid VPI  
220 at 8 liters per minute, the following evaporation rates were obtained: 

a. 80°F 0.035 gramshour  

b. 100°F 0.115 gramshour  

c. 120°F 0.210 gramshour  

From this data it is obvious that an apparatus could be easily designed to evaporate 
0 .5  grams of VPI 220 into the tank in a reasonable length of time. 

This VPI  is also available in paper form. 
used to wrap items to be protected from corrosion. 

The paper is impregnated with VPI and 

4.1 .3 .  1 Testing. Tests were conducted in order to evaluate the effectiveness Of 

VPI as an inhibitor when applied to Centaur tanks. These tests were conducted on 
panels fabricated from two 4-inch-square sheets o f .  018 gage, 3/4 H, 301 CRES. The 
material was from the same heat and coil as used in the 3D (AC-7) aft bulkhead. 

b , I  
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i 

c 

The treatment of the panels consisted at first chemically cleaning and then spraying 
contaminant on one of the surfaces. The two halves were joined with nine rows of spot- 
welds. The contaminant treated surfaces were made the faying surface of the specimens. 
The treated panels were then placed in closed glass dessicant jars containing the vari- 
ous test environments. They were removed periodically and inspected for corrosion 
by radiography. The results are shown in Table 4-4. A s  indicated by the results of 
these tests, VPI was  indicated to be an ineffective faying surface corrosion inhibitor. 

4.1.4 WD-40 INHIBITOR. This compound is the trade name of an oil base inhibitor 
which is a water displacement agent. It has a low surface tension and a high affinity 
for metal surfaces. A s  a result, WD-40 adheres to metal surfaces forming a protective 
barr ier  against corrosion. It has also been shown to be an effective corrosion pre- 
venter and arresting agent. However, it is not LO2 compatible and therefore cannot 
be used inside the tank. 

NOTE 

LO2 compatibility tests conducted with WD-40 have shown that it is 
LO2 compatible in very thin films. These films, however, are so 
thin that the corrosion inhibiting value would be questionable. 

I 

Research is continuing in an effort to find an inhibitor which is LO2 compatible. 
Results of this research will be included in the subsequent addendum to this report. 

4 . 2  CORROSION PREVENTIVE MEASURES 

4 . 2 . 1  INTRODUCTION. The most effective method of eliminating spotweld cor- 
rosion is to eliminate the agents necessary for its formation. This can be done by 
maintaining a clean environment surrounding the tanks and component parts during 
fabrication. A program to maintain cleanness has been initiated. This program con- 
sists of protection of tanks, inspection of tanks, control of all corrosive fluids used in 
the tank manufacturing process, and passivation of all CRES parts. Each is herein 
defined more fully. 

4 . 2 . 1 . 1  Protective Covers and Wrapping. Centaur sub-assemblies, such as 
forward, intermediate, insulation and aft bulkheads, cylindrical skins and tanks, are 
now covered when in storage or  between work shifts. Large and small items of cleaned 
hardware are  being packaged in heat sealable, transparent flexible mylar or polyethylene 
containers. This packaging is being accomplished in contamination-controlled areas. 

4 . 2 . 1 . 2  Tank Inspection. One hundred percent inspection of mating surfaces and 
detailed parts of forward, intermediate, and insulation bulkheads, and constant section 
skin assemblies, just prior to welding has been implemented. Inspections are made 
to insure that all surfaces are free of acids, bases, and salts. 

4-7 
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4 . 2 . 1 . 3  Corrosive Fluids Control. Cleaning agents used in manufacturing pro- 
cesses have been tested. TEC 901, a general purpose cleaning solvent, which was 
used on stainless steel and for other cleaning purposes, has been found to be mildly 
corrosive. This cleaner has been replaced by TEC 902, except for removal of mill 
marking ink. TEC 901 is basically the same as TEC 902, except that TEC 901 contains 
fluosilicic acid. The following revisions have been made to GD/C Specifications to 
control 

a. 

b. 

C. 

d. 

the use of cleaning solvents: 

Manufacturing Specification Revision Notices have been issued against Manu- 
facturing Specifications 61.11.2,  61.11.3,  and 61.11 .4  (which specify cleaning 
and protective coating for Centaur and Atlas exterior surfaces) eliminating the 
reference to TEC 901 and replacing it by TEC 902. 

GD/C Engineering Specification 0-79025 (Cleaning Procedure, Stainless Steel, 
Unpainted, Surfaces, Airborne Equipment) has been revised to include TEC 
902 as a cleaning solvent. 

GD/C M a t e r i a l  Standard ESO-00126 (Solvent, Cleaning, General-Purpose), has 
been revised to specify that TEC 901 solvent cleaner be dyed for indentification 
purposes. This has been done to facilitate control of the use of TEC 901 as 
outlined in Manqfacturing Specification 60. 54. 

MS 60.54 (Cleaning, Solvent Wipe, Stainless Steel) has incorporated the changes 
in ESO-00126 and ESO-79025. This change specifically limits the use of TEC 
901 cleaner to removal of mill markings on stainless steel. TEC 902 o r  trich- 
loroethyene solvents are to be used in all other application which require hand 
wipe cleaning. 

For  electroetch solutions, instructions specifying locations and conditions for 
electro-chemical etch identification have been issued. The basic intent of the instruc- 
tions is to direct production personnel not to place Electroetch markings in areas whlcn 
will become faying surfaces of welded tank components. Tests have been conducted to 
determine i f  a less corrosive electro-chemical marking fluid is available. As a result 
of screening tests and stress corrosion tests, Electrolyte B-10 manufactured by Monode 
Corporation has been recommended for  marking stainless steel. 

4 . 2 . 1 . 4  Passivation. In order to insure the removal of all surface contaminants 
and provide additional corrosion protection, all gore skins which are not chem-milled 
and all formed doublers and brackets are  being passivated, 

I 

' I  I 

To ensure passivation of all heat and corrosion resistant ferrous alloys, except 
AIS1 303, 416, or  430 FM, Quality Planning Control personnel were instructed to verify 
that passivation is included as a processing requirement on all production planning 
created to manufacture parts from these heat and corrosion resistant alloys. Al l  

4- 10 
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non-chem-milled gore skins and all doublers and brackets are now being passivated in 
accordance with Manufacturing Specification 71.01 (Passivation of CRES Alloys). 
Chem-milled gore skins are passivated in the chem-milling process. 

4.2.1.5 Summary. The effectiveness of these preventative measures is indicated 
by the low quantity of corrosion found on Tanks 7D, 8D, and 9D, which have been fab- 
ricated utilizing improved manufacturing procedures and processing materials. 
(Appendix B.) 
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I 

ACCEPTANCE STANDARDS 

5.1 RESISTANCE WELDED SPECIMENS 

5.1.1 INTRODUCTION. To determine the effects of corrosion on the load carry- 
ing capability of resistance welded structures, the following test program has been 
established: 

a. Perform stress corrosion testing on approximately 40 specimens for six 
months under a continuously applied load of 20 ksi. 

b. Corroded and non-correded control specimens shall be subjected to cyclic 
fatigue loading of 0 to 135 ksi. Other specimens shall be exposed to sustained 
loading at 135 ksi for 16 hours followed by sustained loading at 160 ksi for 16 
hours. These tests shall be conducted at -320°F o r  -423"F, as applicable. 

Testing on the above program was delayed because of dif€€culties encounted in pro- 
ducing cracks similar to those found in actual tanks. During the tank corrosion test 
program various corrodents have been applied to 4 inches X 4 inches welded panel speci- 
mens in an attempt to reproduce the corrosion found in actual tanks. Although X-ray 
examinations indicated corrosion cracks at some spotwelds, sectioning of sample welds 
containing these apparent cracks showed then to be elongated pits. Continuing tests 
have resulted in producing cracks similar to those found in Centaur tanks by application 
of Electroetch 260A together with stress application. The stress testing accomplished, 
and in process, in support of the overall tank prevention program is now defined. 

I 

5.1.1.1 Fatigue Tests. Fatigue tests of simulated tank joints were conducted at 
both -320°F and -423°F. These specimens were  cycled from 0 to 135 ksi for 200 
cycles, then checked for leaks (a leak is defined as a through crack as identified by 
using dye penetrant). The simulated LO2 tank joints (3/4 H material) were then cycled 
from 0 to 160 ksi until they failed and the simulated LH2 tank joints (XFH material) 
were cycled at a stress level of 0 to 135 ksi until they failed. Results of these tests 
are found in Table 5-1. 

5.1.1.2 Stress Corrosion Cracking Tests - 20 ksi. Welded test specimens were 
tested with various corrodents and subjected to sustained loading at 20 ksi. The cor- 
rodents used, the resultant corrosion determined by X-ray examination, and the dura- 
ation of the tests are shown in Table 3-5. None of these specimens failed under test. 
Sections were made of the more severely corroded specimens which, upon examination, 
showed the apparent cracks to be elongated pits as shown in Table 5-2. 

5- 1 
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I 
5.1.1.3 Sustained Flight Load Test. Several simulated Centaur joint Specimens 

were corroded and tested at simulated flight loads. The loading program consisted of 
applying a tension load of 135 ksi for 16 hours. Three times during the test the load 
was reduced to zero, simulating the variation of load in flight. After the 135 ksi expo- 
sure, the load was increased to 160 ksi for 16 hours. The load was relaxed three times 
as before. Conditions and results of the tests are presented in Table 5-3. 

7 

The test specimens, which were corroded to the point where X-ray analysis indi- 
cated corrosion equal to OF worse than that observed by X-ray analysis of the 2D (AC-6) 
tank joints, passed the tests without failure. However, subsequent metallurgical anal- 
ysis of the test specimens revealed that the X-ray indications were not cracks as found 
in similar production tank structure. Since the specimens may not have been corroded 
sufficiently, the tests were inconclusive. Other tests with corroded specimens more 
similar to production tank corrosion are  in process. 

5.1.1.4 Sustained and Ultimate Loading Tests. Four specimens cut from the aft 
bulkhead of a scrapped tank were tested first statically at approximately 135 ksi in two 
applications for total load durations as indicated in Table 5-4. They were then tested 
to ultimate. The results of this testing a re  shown in Table 5-4. Specimen W3-3 selec- 
ted from an uncorroded portion of the tank was used as a control specimen. 

5.2 FORWARD BULKHEAD TANK EID 55-7534-1 (T-6) 

5.2.1 SPECIAL TESTS. From November 2, 1962 to December 15, 1962 special 
tests were conducted on the forward bulkhead of test tank T6 (7534-1) in order to eval- 
uate the structural integrity of installed plugwelds. A total of 101 pressure cycles at 
full flight pressures were conducted. These tests were conducted at GD/C, Point Loma 
facility where the tank was subjected to salt air environment. Although 40 percent of 
the spotwelds examined showed corrosion, no failures occurred during testing. Figure 
5-1 shows the extent of the corrosion noted in three X-ray tests on September 1, 1964, 
October 26, 1962, and February 5, 1963. (See also Appendix C-30). This tank is simi- 
lar to the flight tanks but has been subjected to considerably more load cycles and more 
severe corrosion. This demonstrates a wide margin of safety for the flight tanks since 
no failure occurred under these adverse conditions. 

5.3 CONTINUED TESTING 

Tests are continuing to determine standards for  the acceptable amount and extent 
of tank corrosion. Tests are  now in progress to determine the effects of corroded 
spotwelds on the static, fatigue, and sustained load capability of structural tank joints. 
The results of the remaining tests, which a re  in Process, shall be reported in the sub- 
sequent addendum to this report. The tests now in progress a r e  herein defined. 

5.3.1 STRESS CORROSION. Table 5-5 shows the combination of chemical re- 
agents used to produce corrosion in spot welded joints of sixteen 301 CRES, 3/4 H 
specimens. There a re  presently under load at a stress level of 20 ksi, and will be 

I 
I 
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Code 
ID 

TABLE 5-4. ULTIMATE LOADING TESTS 

Specimen 
Matl. & 
Thickness 

Corroded 

w3-2 7547-1 Aft I from 

301 3/4H 
.018 

obtained 

133.6 16 2- 
239.7 

135.1 16 2 -  
240.8 I Bulkhead 

Not 
Corroded 

Corroded 

Test Conditions 1 Total 1 

134.7 16 2- 
261.9 

136.1 16 2 -  
238.8 

I Specimen I Level I Duration I *** 
I Condition** I ksi I H r  1 Method 
I I I I 

w-11-1 7 
Temp. 

" F  7 Remarks 

No leaks 
(Ut) Failure in 
sd i ce  ioint 

One leak 
(Ult) Failure in 
splice joint * 

No leaks 
(Ut)  Failure in 
splice joint 

No leaks 
(Ult) Failure in 
splice joint at 
f irst  row of 
spotwe Ids 

*Failure occurred along the portion of the joint where no corrosion was evident. 1 
**Corrosion due to natural tank environment. ***Load reduced to zero twice. i 

TABLE 5-5. STRESS CORROSION TEST 

, 
Chemical Reagents : 

1. Lectroetch 2611A 
2. Lectroetch 260A 
3. Lectroetch ENO. 1 
1. Lectroetch B10 

5. Bubble fluid red X 
6. Cleaner TEC 901 plus mill marking ink 
7. Cleaner TEC 902 
8. Ink, Layout dykem 

Test Conditions: 

1. Material - 301 CRES, 3/4 Hard (0-71005), 018 gage 
2. Stress level - 20 ksi 
3. Test duration - 6 months 
4. No. of specimens - 16 (2 per reagent) 
5. S t a r t  date - 4/28/65 
6. X-ray examination schedule - Before start 4/19/65. Then at 2 weeks, 2 months 

and 6 months after first X-ray. 
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Corrosion Level Reagent Stress Level* 

Clean None 0 
Mild Lectroetch 260A 20 ksi 
Moderate Lectroetch 260A 80 ksi 
Severe Lectroetch 260A 120 ksi 

t 

Time* 

0 
2 weeks 
2 weeks 
2 weeks 

. I  
exposed to an atmosphere environment for six months. The material and test conditions 
a re  representative of the aft bulkhead at standby pressure. A radiographic examination 
schedule is contained in Table 5-5. 

5.3.2 STATIC AND FATIGUE LOAD TEST. Various levels of corrosion will be 
introduced into the specimens using chemical and mechanical conditions as outlined in 
Table 5-6. The following definitions represent those corrosion levels: 

a. Clean - No corrosion (control specimens). 

b. Mild - General pitting condition as found in tanks. 
c. Moderate - Worst pitting and cracking condition found in tanks. 

d. Severe - Excessive pitting and radial cracking condition not found in tanks. 

Both aft bulkhead and constant skin material (301 CRES, 3/4 H, and extra hard, 
respectively) will  be corroded to these levels using Lectroetch 260A as the corrodent. 
Radiographic examination will be used to monitor the amount and type of corrosion. The 
various corrosion levels revealed by the X-ray images will  be compared to those found 
in tanks and in previous test specimens. Table 5-7 shows the static and fatigue test 
program which wil l  .be used to evaluate the effects of various corrosion levels. Both 
static and fatigue testing will be done at -320" F for 3/4 H specimens and -423" F for the 
extra hard specimens to simulate the condition for the aft and forward bulkhead, re- 
spectively. 

TABLE 5-6. CONDITIONS FOR INDUCED CORROSION PRIOR TO STATIC AND 
FATIGUE LOAD TESTING 

I 
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SECTION VI 

CONCLUSIONS 

6.1 CORROSION - CAUSE AND PREVENTION 

GD/C-BNZ65-032 
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6.1.1 CAUSE. Spotweld corrosion is caused by corrosive solutions entrapped 
between the faying surfaces of spot-welded joints. Centaur tank corrosion was caused 
by corrosive elements contained in processing materials used during tank fabrication. 

6.1.1.1 Tank Structure Histow. AC-4 through AC-8 Vehicles, having been ex- 
amined and studied for verification, were approved for flight, and continuance of tank 
fabrication,since there was no evidence to indicate that tank stress levels were exceeded 
due to weakening o r  failure of spotwelds at this time. However, it was determined that 
preventative measures should be studied, tested, and implemented as soon as possible 
to deter corrosive elements from becoming more severe. In addition, the tanks were 
monitored periodically by X-ray for corrosion initiation and growth. 

c 
6.1.2 PREVENTATIVE MEASURES. Corrosion can best be prevented by elim- 

ination of the corrosive solutions in the faying surfaces. The following means of ac- 
complishing this were considered: 

a. Introduction of corrosion inhibitor environment, such as  ammonia gas, into 
the tank following tank closure and retention of this ervironment at all times 
during tank storage. 

b. Application of corrosion inhibitor, such as WD-40, to all outside tank surfaces 
immediately following fabrication. 

c. Fabrication of tanks under controlled cleanness conditions, thus minimizing 
possibility of introducing corrosive elements into faying surfaces. 

d. Elimination, as far as possible, of corrosive elements from the tank fabrication 
processes. 

Item a (ammonia) above, was found ineffective in preventing o r  inhibiting corrosion 
unless inhibitor environment was continually maintained, which was not found practical. 
Item b (WD-40) was found effective for outer surfaces, but not LO2 compatible. There- 
fore, WD-40 is used on external tank surfaces only. Items c and d (maintenance of 
tank cleanness and elimination of corrodents) have been initiated and proven effective. 
This is reflected in the small amount of corrosion found in tank 7D (partially manufac- 
tured using this "super clean" process) and the laok of corrosion in tank 8D (completely 
manufactured using the new process). Refer to the radiographic summaries in Appendix 
B. 

Tank 9D, completely fabricated using the new process, is presently undergoing 
100% X-ray. Results of the radiographic inspection will be forwarded upon completion. 
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A-1.1.1 SUMMARY, MAPS, AND PLOTS. The X-ray data obtained during the 
corrosion program is presented in three forms: 

a. Tank Corrosion Summary. 

b. Corrosion Location. 

c. Corrosion Plots. 

Presented in upcoming appendices is detailed information, supported by charts, 
tables, and graphs, on the X-ray data 

i 
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APPENDIX B 

B-1.1 TANK CORROSION SUMMARY 

B-1.1 .1  FLIGHT TANKS AND TEST TANKS. The Tank Corrosion Summary 
shows all of the X-ray inspections on each tank made to 15 July 1965. These tanks are 
divided into flight tanks and test tanks. This summary shows that the tanks (7D, 8D, 
and 9D) manufactured under the new "clean" standards show a negligible amount of 
corrosion. Following, are the tables. 

B-1 



[MARY 
DATE 15 J U L Y  1965 

:AY 

EXTENT 
OF 

X-RAY 

?lugs 
?lugs 

CORROSION X-RAY CORROSION 

n w 0 
x 2 e 
2 n 

I 
1 

1 
1 
I 
1 
I 
1 
1 
1 
1 
I 



GD/C-BNZ65-032 
1 August 1965 

TANK 
NUMBER 

T6 

2c 

1B 

3c 

7c 

B-2 1 
~ 

PRESENT 
DISPOSITION 

7534 - 1 was 
7524-1 Scrap- 
ped Fwd bulk- 
head 

Tank used for 
plug weld test 

7539-1 AC-4 
panel cry0 
test 

7540-1 Bulk- 
head  reversed 
stored at Syca. 
more. 

~ 

7542-1 used or 
Pt. Lorna 
struct. test 
and nose fair- 
ing sep. at %' 
tower. Stored 
a t  Plt. 2 

7543-1 spare 
stored at Plt. 
3 

** B. W. 

c. s. 

Aft 

- 
Fwd 

c. s. 

Aft 

- 

- 
Fwd 
c. s. 
Aft 
- 
Fwd 

c. s. 

Aft 

- 

- 
Fwd 

c. s. 
A f t  

- 

2 -26-63 
1B. WT" I 

4-9-63 

6 - 14 -63 

5-18-63 

10-31-63 I B. W. 
11-13-63 B. W. 1 

indicates beryllium 

~ 

Window X- 



, 

w 
!3 
4 
Q 

9-1-62 
0-26- 

62 

TANK CORROSION sz 
TEST TANKS 

8 
2 
z 
B 

TANK 
CLOSURE 

PLETED 
COM- 

X- 
STATUS 

OF 
BULK- 
HEAD 
AND 
SKINS 

TESTING 

DATE 

101 cycles cryo- 
genic (LH2) test 

9-27-62 

9-27-62 Attached 

I Attached 9-2 7-62 

I Attached 
L 
~ 

Attached 

~~ ~ - 

Demonstrated 
s truc t integrity 
of 219/408 joint 
applied limit 
loads Rpt # 
55B2669-1, -2 

4-22-63 

4-16-63 

12 -6-62 2-26-63 AC-2 
i o  t firing 

Attached 

Attached 12-6-62 

I 

' Attached 
Demonstrated 
s truct integrity 
of 219/408 joint 
applied limit 
loads Rpt ## 
55B3308 and 
55B3187 

6-22-63 

6 -2 2 - 63 

6-21-63 

Attached 

Attached 

~ 

Attached 
~~~ 

'IC" series tank 
completed 

testing 
11-21-63. NO 

11-21-63 

11-2 1-63 

11-13-63 

~ 

Attached I ~~ 

Attached 

bay method. 
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LROSION CORROSION X-RAY 

EXTENT 
OF 

X-RAY 

c I 

1 

52 

- 

100% excepi 
MSC. 
Brackets 

.9,800 23 8 33 
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IN-PROCESS 
X-RAYS 

COMPLETED STATUS 
OF 

BULK- 
HEAD 
AND 

SKINS 

PRESENT 
DISPOSITION 

TANK 
NUMBER Q w 

2 n 

Attached AC-2 
Yucce s sfully 
Elown 11-27-6: 

Fwd 11-8-62 B. W. 

c. s. 12-13-62 B. W. Attached 
2B 

Attached 11-3 0-62 B. W. Aft 

Fwd 

- 
2 - 17-63 B. W. Attached AC-3 

Successfully 
Elown 6-30-64 

c. s. 3-15-63 B. W. Attached 

1c 

3- 18-63 B. W. Attached Aft 

Fwd 
AC -4 

Successfully 
Elown 12-11-64 

Attached B. W. 5-3-63 

6-28-63 c .  s. 
~~ 

B. W. Attached 

Attached 

4 c  

Aft 7-3 0-62 B. W. 

- 
Fwd Attached 

Attached 

AC-5 
Destroyed on 
launch pad 
12-11-64 

Designated for 
AC-10 i n  f ina l  
~s se m bly 

B. W. 

B. W. 

B. W. 

8-29-63 

6C 10-10-63 

11-2 1-62 

c. s. 
Aft 

Fwd 

c. s. 

- Attached 
~ _ _  

Attached B. W. 2-10-64 

2-5-64 B. W. Attached 

1D 

Aft 2-21-64 B. W. Attached 

* 
Double Wall Radiograph 



c TANK CORROSION SUMMARY 
TEST TANKS (Continued) 

TANK 
CLOSURE 

PLETED 
COM- 

TESTING w 
2 n 

DATE 

7-15-64 

7-15-64 

7-15-64 

4-9-64 

4-9-64 

4-9-64 

Started 16 cycle 
"D" series fati- 
gue test later on 
struct integ. of 
219/412 joints 
limit loads (in 
process) 

3-15-64 

3- 15 -64 

1-20-64 

Start test in sup. 
port of AC-6 
struct integ. F'w 
&Z aft bulkhead 
and AC-4 payloa 
sdapter test. 

-4-64 

X-RAY 

B.W.* 

B.W? 

B.W .* 

- 

B.W? - 

EXTENT 
OF 

X-RAY 

10% 

100% 

~ 

c 0: 

w 

9,350 

2,100 

19,800 

19,800 



TANK CORROSION SUMMARY i 

FLIGHT TANKS * 

!-1-63 

!-1-63 

!-1-63 

i-4-63 

i-4-63 

i-4-63 

TANK 
CLOSURE 

B.W. 100% 9,350 

B. W. 100% except last 13,400 
skin 

B. W. All splice plates 16,000 

B.W. 100% 9,350 

B. W. 100% except final 16,200 
skin +lo% of 
brackets 

B. W. 3/4 doublers 3, 300 
2 /3 brackets 

L 

12-19-62 

8-6-63 Post-cry0 
1. All cir. s t r .  welds Stations 

172,219,282,344 and 408 
2. Splices on const. skin between 

Stations 251 and 344 
3. 1/3 brkt. conical skin of fwd 

bulkhead 
1/2 brkt. on const. skin 

10-28-64 B. W. * Approx. 7% 

12-19-62 

3 -22 -63 

6,100 

11,700 

0 

1, 440 

3-22-63 

3-6-64 

8-6-64 

7-27-64 

I 

R.W. 100% 9,400 

B. W. Splice-doubler 
welds 1-6 3, 600 

B.W. 100% 19 ,  800 

7- 10-63 

7- 10-63 

10-30-63 

10- 3 0- 63 

10-30-63 

3-12-64 

3-12-64 

3-12-64 

TESTING 

Cryo-tested at 
Pt. Lorna 
1-29-63 

Cryo-tested at 
Pt. Lorna 
1-30-63 

Cryo-tested at 
Pt. Lorna 
7-30-63 

Cryo-tested at 
Pt. Lorna 
12-3-63 

No test prior to 
inter mediate 
bulkhead rever- 
sal 

~~ 

X-RAY COE 

p-u L 9-9). 
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DATE 15 JULY 1965 

IN-PROCESS 
X-RAYS 

STATUS 
OF 

BULK- 
HEAD 
AND 

SKINS 

TED 

TAI 
NUMl 

PRESENT 
DISPOSITION w 

F 
4 
Ga 

~ 

4D 

7545-1 Re- 
identified; was 
AC-8. Moved 
to s t ruc t  test 
Pt. Lorna "K" 
tower 

~~ 

B. W. 5-28-64 Attached 

Attached B. W. =. s. 

l f t  
- 

- 
Twd 

:. s. 

7-9-64 

6-17-64 B. W. Attached 

7 5 5 0 - 1 I'D 'I 

Fwd & A f t  
Bulkhead 

Attached 
~ 

Attached T9 

Stub tank "M" 
tower Pt.Loma Lft Attached 

~- 

5D 

7562-1 unlatch 
test article 

PWd 6-15-64 Attached B. W. 

B. W. 

B. W. 

:. s. 
~~ 

8 -14-64 

5 -26-64 

Attached 

Lft - Attached 

Q+ *Beryllium Window 



ROSION 

w 
2 n 

L4 0 

1 5  
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X-RAY CORROSION 

3 

u 

4 

7,900 0 0 

1,440 0 0 

1,440 0 0 

20,600 0 0 

19,800 143 69 

910 16 12 

1,440 31 8 

EXTENT 
OF 

X-RAY 

12 13 

12 2 

0 7  

11 8 

0 2  

0 1  

03 2 
2g 

12 6 

4 9  

Approx.409 I-11-6: 3.A. 

Approx. 7% :-20-6: B. W. 

1-8-65 Approx. 7% t .  W. * 

- 

B. W. 3-1-64 100% 

100% 3-1-64 B. W. 

L0-29- 
64 

5% monitor 
ing prograr 

B. W? 

B. WP 

- 
7% monitor 
ing prograr 

2-8-65 
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3-8-64 B.W. 
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IN-PROCESS 
X-RAYS 

STATUS 
OF 

BULK- 
HEAD 
AND 

SKINS 

PRESENT 
DISPOSITION 

TANK 
NUMBER 

2D 
(Continued) 

2. s. 1 
4ttached 3esignated for 

4c-7 

4-28-64 Attached 

Attached 

B. W. 

4-20-64 B. W, 

Fwd 

2. s. 
- 

4ft 

- 
Fwd 

2. s. 
- 

3D 

4ft 

- 
Fwd 

2. s. 
- 

Double Wall Radiograph * 
B-6 - I 
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FLIGHT TANKS (Continued) c 

co TANK 
LOSURE 

'LETED 
COM- 

X-RAY 

TESTING 8 EXTENT 
OF 

X-RAY 

w 
b 

;da 
DATE 

- *** 
LA.  

~~ 

3-14-6, 
~ 

Approx. 10% 
~~ 

95 0 

i-21-65 0-20-62 B. W. 100% 19,800 

Approx. 7% 3 -24 - 6, B. W.* 1,440 

dpprox. 1% 150 4-29-6, B. W. 

3-23-64 Cryo-tested at 
Edwards 
5-7-64 

i - 18-64 R.A. 100% Aft of Statio 
172 

8,400 

i -15 -65 80% 

Approx. 40% 

l-20-64 

k-20-64 

R.A. 

R.A. 

16,500 

7,900 i-18-64 

B. W? 910 1-29-64 5% monitoring 
program 

B. W.* 
~ 

2% monitoring 
program 

1-6-65 



TANK CORROSION SUMMARY 
FLIGHT TANKS (Continued) 

B. W. 

-2 B. w. 

-- 
B. W. 

B. W? 

co TANK 
.OSURE 

LETED 
COM- 

X-RAY 

I w 
n 
0 
3: 
t-c 

2 

EXTENT 
OF 

X-RAY 

TESTING w 
t-c 
2 

DATE 

B. F w.* 7% monitoring 3-2-65 1,440 

9 350 
~~ 

7-15- 
64 

7-15- 
64 

5-2-64 LOO% Aft of Static 
L 72 

kyo-tested at 
:dwards 6-10-64 

5-2-64 20,500 

19 800 7-15- 
64 

B. W. LOO% 5-1-64 

8-26- 
64 

B. W. 9,350 100% 

2 050 8-26- 
64 

8-26- 
64 

19,800 B. w. 100% 

8,60( Partial R. A. 1-2-6f 

601 3 1/2% monitori 
program 

2 - 8-61 
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1D 
(Continued) 

2D 
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AC-6 erected 
3n Complex 
36B at ETR 

Aft  

Fwd 

c. s. 
Aft 

- 
Fwd 

- 
c. s. 
Aft 

Fwd 

c. s. 
Aft 

Fwd 

c. s. 
Aft 

- 

IN-PROCESS 
X-RAYS 

7-31-64 B/W I 
i- 

3-19-64 B.W. 

Double Wall Radiograph 
NEW Aft Bulkhead Installed 

* 
** 
***R. A. indicates rod anode X-ray method. 
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Attached 

~ ~~ 

Attached 

Attached 

Attached 
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RROSION 
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0 0 7  

0 0 -  

21 0 4 
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_. 
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15 0 

1 0  
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-8-65 

X-RAY 
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CORROSION 
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1,440 
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I B.W. 
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IN-PROCESS 
X-RAYS 

STATUS 
OF 

BULK- 
HEAD 
AND 

SKINS 

TED COMPI 

TANK 
NUMBER 

PRESENT 
DISPOSITION w 

2 n 

1-11-64 B. W. Attached Designated 
Eor AC-9 in  
final 
assembly . 

c. s. B. W. 
& 

R.A. 

Attached 

2-16-65 Attached B. W. Aft 

Fwd 

c. s. 
Aft 

Fwd 

c. s. 

8D 

Aft 

Fwd 
- 

Not 
Attached 

Not 
Attached 

Not  
Attached 

Designated 
for AC-12 in  
component 
stage 

c. s. 

Aft 

Fwd 

1-19-6; 
9D 

C.S. 

Aft 

Fwd 

c. s. 
Aft 

- 



TANK CORROSION SUMMARY 
FLIGHT TANKS (Continued) 

X-RAY cc 
CLOSURE 

PLETED w 

EXTENT 
OF 

X-RAY 

TESTING n 
0 
x 
I3 

!2 
- 
R .A. 

%.A. 

3 .  A. 

3. w.* 

w 
I3 

d 

~ 10-30-64 Cryo tested at 
Pt. Lorna 

L2-29- 
64 

100% except sta. 
162 and dome 
brackets 

8 , 900 

10-3 0-64 12-29- 
64 

100% up to and 
including station 
334 

16,400 

10-30-64 .2-29- 
64 

60% including 
brackets 

7,900 

1 , 440 -11-65 ipprox. 7% 

3 .  w. > 
'-8-65 ipprox. 7% 1,440 

2-11- 
64 

100% 19,800 3. w. 

3 .  w. - 1-65 100% 
- 

9,350 

-1-65 3. w. 20 , 500 

-1-65 100% 19 , 800 3. w. 



TANK CORROSION SUMMARY 
FLIGHT TANKS (Continued) 

COR X-RAY 

1 
1 TANK 
ILOSURE 

PLETED 
COM- 

EXTENT 
OF 

X-RAY 

TESTING w 
E-c 
4 
!za 

i DATE 

I-------- 
19,000 1-5-65 Welds 1 thru 12 

Areas 1 thru 9 
B. W. 

19,800 3-10-6 B. W. 100% 

1-124  B. W. 19,000 Welds 1 - 12 
A r e a s  1 - 9 

19,800 100% 6-15-( B. W. 
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IN-PROCESS 
X-RAYS 
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HEAD 
AND 

SKINS 

TANK 
NUMBER 

PRESENT 
DISPOSITION 

Designated foi 
AC-8 i n  final 
assembly 

7-28-64 B. W. Attached 

c. s. 9-9-64 B. W. Attached 

Aft 4-1 7-64 
~~ 

B. W. Attached 

6D 

Fwd 

c. s. 
Aft 

Fwd 

c. s. 
Aft 

Fwd 

c. s. 

- 

- 

- 
Aft  

Attachedl AC-11 
[n final a s sem 
blY 

8-26-64 B. W. 

B. W. 
& 

R. A. 

- 1  
Attached 

B. W. 
, 

Attached ~ 

I 
A 

1-12-64 

=F 7D Fwd 

c. s. 
A f t  

Fwd 

c. s. 

7 

Double Wall Radiograph 
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7 
IOSION 
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X-RAY 

w e 
4 n 

0 z 

0 11 

0 3  

0 9  

0 :  

+ 
- 

0 -6-65 B. W. 100% 19,800 

0 

0 

0 

- 

- 

- 

9,400 

19. 500 

19,800 

-5-65 

-5-65 

-5-65 

B.W 1 95% . .  
B.W. 100% + 

B.W. 100% 4- 19,800 0 -19-6 

0-r-3 
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APPENDIX C 

C-1.1 CORROSION LOCATIONS 

C-1.1.1 FORWARD BULKHEAD, CONSTANT SKlN SECTION, AND AFT BULK- 
HEAD. Corrosion Locations, Appendix C, are shown in the forward bulkhead, con- 
stant skin section, and aft bulkhead maps. Maps were not prepared from X-ray exam- 
inations which illustrated only a few defects. These results are found in the Tank 
Corrosion Summary (Appendix B) . These maps show if the defects are located in the 
first, second, third, o r  higher rows of spotwelds. A first-row-spotweld is in the 
first row after the edge of the faying surface. The majority of the load is carried by 
the first row of spotwelds. 

Maps, depicting these areas containing corrosion locations, herein follow. 
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APPENDIX D 

D-1.1 CORROSION PLOTS 

D-1.1.1 CORROSION VERSUS TIME. Corrosion Plots herein presented are shown 
for X-ray inspections except where only a few defects were noted. During the corro- 
sion monitoring program, only selected areas of the bulkhead were accessible for X-ray 
since the tanks were on the production line and sealed to maintain LO2 cleanness and 
pressurization. Equipment mounted on the tank also interferred with X-ray equipment. 
The areas monitored were usually areas of heaviest corrosion, therefore the corrosion 
monitoring program plots generally show a higher percentage of defects than the plots 
of the 100 percent X-ray examinations. 

Also included are crack propagation plots which show crack lengths for individual 
spotweld as they were monitored from one X-ray examination to another. 
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